
Song Chuan Europe
Socket Catalog



Song Chuan is one of the leading manufacturers of relays and electromechanical 
components. For over 30 years we have developed, manufactured and marketed
relay product solutions to leading global companies. �e new range of SCMT sockets
has been designed and developed to the same high standards as our electromecahnical
components. Our European sales head office is located near Frankfurt, in the heart of 
Germany. We support our business with sales companies in Germany, Italy, France and
UK. In a number of European countries we also have a specialist partners who fully
understand relay technology and are operating locally.

�e factory for SCMT sockets is certified in accordance with ISO9001:2000.
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Z395, Z396
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Z395, Z396

Standard part numbers
DIN rail socket for 2 pole relay with module-slot 
DIN rail socket for 3 pole relay with module-slot
Metallic retaining clip
Protection diode (+ A1)
Red LED + protection diode 6/24VDC (+ A1)
RC protection 110..240VAC
Varistor protection 24VAC
Varistor protection 230VAC
Red LED 230VAC
Timer Module with 8 functions
Time from 50ms to 240h voltage from 24 to 240V AC/DC

Z395
Z396
Z434

Z396.50
Z396.52
Z396.53
Z396.54
Z396.55
Z396.58
Z396.64

Technical data

Electrical / mechanical Data

Insulation category acc. VDE0110b/2.79

Z395 & Z396
Rated current
Rated voltage

Dielectric strength coil to contact circuits

Ambient temperature
Protection category acc. EN60529

Terminal capacity
Terminal capacity with cable end
Maximum torque

Packaging unit sockets

Screw type

Packaging unit modules

Approvals
Packaging unit retaining clips

12A
300VAC

2500VAC

C250/B380
-40 ... +80°C

Combi screw M3*

0.8Nm
2 x 1.5 mm²

2 x 2.5 mm²
IP20

10 pcs.

20 pcs.

10 pcs.
CUL 

Universal Timer Module Z396.64 for socket Z395 + Z396

· Multi voltage of 24 - 240VDC/AC
· Multi-functional with 8 functions
· Multi range from 50ms - 240h

Time ranges, time range limit Adjustment range

1 s

10 s

1 min

10 min

10 days / 240 h

1 day / 24 h

10 h

1 h

0.05s - 1s

30s - 600s

3s - 60s
0.5s - 10s

1,2h - 24h

30min - 600min

3min - 60min

12h - 240h

35 10

4
7

A2  B1   31    21  11   A1

- (~)   + (~)   Start

Dielectric strength open contact circuits

Dielectric strength adjacent contact circuits

1500VAC
2500VAC

(*) Combination of slotted and Phillips head screw M3
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Z395, Z396
General data

Voltage range supply
24V to 240VAC, 24 to 250VDC

-15% to +10% in relation to rated voltage

Voltage range control contact
at 24V min. 80% of supply voltage

at 230V min. 95% of supply voltage

Duty cycle 100%

Frequency 48Hz to 63Hz

Power failure bridging time max. 10ms

Recovery time Max. 100ms at 25°C, max. 150ms at 55°C

Adjustments
Time ranges and functions selectable via DIP switch

Time setting via potentiometer

Temperature range -25°C to +55°C

Indicators
Green “Power on” LED

Green LED flashes during delay time

Supply voltage terminal Plug-in to socket Z396

Functions

E
Switch-on delay

Start by switching the supply voltage

R
Switch-off delay

Start with control contact

Ws
Switch-on wiper

Start with control contact

Wa
Switch-off wiper

Start with control contact

Wu
Switch-on wiper

Start by switching the supply voltage

Es
Switch-on delay

Start with control contact

Bp
Blinker 0 – starting

Start by switching the supply-voltage

Bi
Blinker 1 – starting

Start by switching the supply voltage
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Description of Functions Function diagram
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Features

PCB socket for 888 relay

· Standard 3.5mm pinning for 1 pole relay
· Standard 5mm pinning for 1 and 2 poles relay
· Large cavity offering space to add component between sockets and PCB
· Sockets are RoHS compliant according 2002/95/EC         

Dielectric Strength between adjacent contact circuits

Technical data Z316.01 Z317.01

Rated load

Dielectric Strength between coil and contact

Ambient temperature

Metal retaining clip 15mm

12A / 300V

5000V

-

-40...+85°C

88140 88140

-40...+85°C

5000V

8A / 300V

2000V

Z316.01 Z317.01

5 5

8-Ф2 20

7
.5

View on solder pins. Dimensions in mm.
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31.5 Max

1
3

 M
ax

ф1.5

1
3

.7 9

10.5
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Dimensions

10 10

Z316.01, Z317.01



SONG CHUAN DEUTSCHLAND GmbH
Im Petersfeld 5, D-65624 Altendiez 
Tel.:+49 6432 8006-0, Fax:+49 6432 8006-50
E-Mail: scd@songchuan.eu

SONG CHUAN FRANCE s.a.r.l.
Allée du Lubéron, SILIC 1406, Courcouronnes, F-91019 EVRY 
Tel.:+33 1 6087 4141, Fax:+33 1 6087 4149
E-Mail: scf@songchuan.eu

SONG CHUAN ITALIA s.r.l.
Via F.Lli Rosselli 33, I-20090 Trezzano,Milano 
Tel.:+39 02484 90164, Fax:+39 02484 09922 
E-Mail: sci@songchuan.eu

SONG CHUAN UK Ltd.
Arena Business Centre, Holyrood Close, Poole, Dorset, BH17 7FJ 
Tel.:+44 1202 6075 10,Fax:+49 6432 8006 50
E-Mail: scuk@songchuan.eu

Headoffice Europe

Sales offices



SONG CHUAN EUROPE GmbH
Im Petersfeld 5
65624 Altendiez
Germany

Tel.: +49 6432-8006-0
Fax: +49 6432-8006-50
info@songchuan.eu
www.songchuan.eu


